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PACKAGE DIMENSIONS 
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FEATURES 
* 3.0*1.0*1.5 mm  SMD  LED 
* Side view LED  
* Compatible with infrared and vapor phase reflow solder process 
* Wide viewing angle 

CHIP MATERIALS 
* Dice Material : AlGaInP 
* Light Color : Brilliant Yellow Green & Orange 

  * Lens Color : WATER CLEAR 
    ABSOLUTE MAXIMUM RATING : ( Ta = 25°C ) 
 

SYMBOL PARAMETER RATING UNIT 

PD Power Dissipation 
JG JF 

mW 
60 60 

If Forward Current 25 25 mA 

Ifp Peak Forward Current (1/10 duty cycle 0.1ms) 60 60 mA 

VR Reverse Voltage 5 V 

ESD Electrostatic Discharge Threshold(HBM) 2000 2000 V 

Topr Operating Temperature Range -40 ~ + 85 ℃ 

Tstg Storage Temperature Range -40 ~ + 100 ℃ 

Tsld Soldering Temperature  
Reflow Soldering : 260 ℃ for 10 sec  

Hand Soldering : 350 ℃ for 3 sec 

ELECTRO-OPTICAL CHARACTERISTICS : ( Ta = 25°C ) 

SYMBOL PARAMETER TEST CONDITION 
VALUE 

UNIT 
MIN. TYP. MAX. 

VF Forward Voltage IF = 20mA 
JG 1.7  2.4 

V 
JF 1.7  2.4 

IR Reverse Current  VR = 5V   10 µA 

λp Peak Emission Wavelength IF = 20mA 
JG  575  

nm 
JF  611  

λD Dominant Wavelength IF = 20mA 
JG 567.5 571.5 575.5 

nm 
JF 600 605 610 

2θ1/2 Half Intensity Angle IF = 20mA  120  deg 

Iv Luminous Intensity IF = 20mA 
JG 45  90 

mcd 
JF 90  225 
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Typical Electro-Optical Characteristics Curves 
(25℃ Ambient Temperature Unless Otherwise Noted) 

JG/JF:   
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Bin Range of Luminous Intensity(JG) 
 

 
 
Bin Range of Luminous Intensity(JF) 
 

 
Note: Tolerance of Luminous Intensity: ±10% 
 
 
 
Bin Range of Dominant Wavelength(JG) 
 

 
Bin Range of Dominant Wavelength(JF) 

Bin Code Min Max Unit condition 

OA                              600                      605           nm 

                                                    IF=20mA 
OB                              605                       610 

 
 
 
 
Note: Tolerance of Dominant Wavelength: ±1nm 
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Spectrum Distribution(JG) 
 

 
 
 
 

 

Spectrum Distribution(JF) 
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Reel Dimensions 
 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

Note: Tolerances unless mentioned ±0.1mm,Unit = mm. 
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Moisture Resistant Packing Process 
 

Desiccant

Aluminum moisture-proof bag

Label

Label

 

 

Reliability Test Items and Conditions 
The reliability of products shall be satisfied with items listed below. 
Confidence level：90% 

LTPD：10% 
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